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ANTI...HAP / ANTI...SAF

Deck covering	 :	 NON-SLIP DECK COVERING

Application	 :	 Non slip coating suitable for boat decks, gang ways and industrial applications indoors or outdoors

Features	 :	 Excellent non-slip properties

		  Easy application

		  Suitable for all types of decks (steel, glass fibre, wood, aluminium and concrete)

		  Easy to clean

		  Ideal for marine use

		  Highly resistant against sunlight, seawater and oil

Construction	 :	 Cork granules (0.5 to 1 mm)

		  Matrix: Nitrile and PVC

Thickness	 :	 2.5 mm (+/- 0.5 mm)

Weight	 :	 2.1 kg/m2

Relevant CE Standards	 :	 Non

Classification	 : 	 Non

Specifications	 :	

Type Colour Roll length Width

ANTI12HAP Happy Elephant (Grey) 1200 mm 900 mm

ANTI24HAP Happy Elephant (Grey) 2400 mm 900 mm

ANTI12SAF Safari (Light Brown) 1200 mm 900 mm

ANTI24SAF Safari (Light Brown) 2400 mm 900 mm

Density 830 kg/m3 ISO 7322

Tear strength min. 18 kN/m NF T46-007 type C

Abrasion resistance: loss of relative volume 107 mm3 NF T 46-012

Friction characteristic: dynamic coefficient 1.35 NF T 54-112

Maximum pressure in use max. 100 MPa NF T 48-107

Properties applicable for temperatures down to  0°C NF T 46-018


